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FOREWORD

This report was nrepared by the Cheney Brothers Company
under USAF Comtract No. AF 237500)-26109, The contract was
initiated under Project No. 7320, "Air Force Textile Materials",
Task No., 73201, "Textiles Materials for Parachutes", formerly
RDO No, 612-17, "Textiles for Hiph Speed Parachutes", and was
administered under the direction of the Materials laboratory,
Directorate of Research, Wrisht Air Development Center, with
Miss Joyce C. McGrath acting as project engineer.

The work reported herein covers<the period from
September 1953 to November 1954,
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ABSTRACT

Twenty-four differently constructed samples of nylon
cloth iIn the desired weight range were woven, finished and

tested,

A speclal mathematical study of the relatlionshlp between
alr permeabllity at 1/2 inch of water pressure differential
and at higher pressure differentials was made, This discloses
that a linear relationship in these values exists when plotted

on full logarithmic graph paper,

The abllity of the cloth manufacturer to vary the high
pressure differential permeability, while retaining fixed low
pressure permeabllity ranges,ls Indicated to be a practical

one within limits,
A total of 1000 yards of additional cloth duplicating two

of the twenty-four constructions as selected by the Air Force
was supplied for use in further evaluation of the material by

the Parachute Branch of Equipment Laboratory,

PUBLICATION REVIEW
This report has been reviewed and 1s approved.

FOR THE COMMANDER:

‘M. R. WHITMORE
Technical Director
Materials Laboratory

Directorate of Research

WADC TR Sl=l468 111




TABLE OF CONTENTS

Page

INTRODUCTION . © v v & v v v v v v v o e e o 1

I. PROCEDURE. 2
A. WEAVING OF SAMPLES , I

B. FINISHING OF SAMPLES , . L

C. FURNISHING CLOTH FOR PARACHUTE EVALUATION, ., . 5

D. WEAVING OF REPRODUCTION LOTS . « + & « . . . 5

E. FINISHING OF REPRODUCTION LOTS . . . . . . 5

Fo TESTING, . . v v v v v v v v v v v o o v oo b

oA DISCUSSION . . . v ¢ ¢ v e v o ¢« o o v o o o o s+ 23
‘ A, 1. Mathematical Relationships . . . . . . . . 23
2, Significance of "K". . . . . ... .. . 89
3. Practical Use of "K" in Fabric Design. . . 32
L4, "K" Value Correlation. . . . . . . . . . . 38
B, GENERAL COMMENTS , . . v v v v ¢ o s « « « « o Lo
1, Weaving., v v v v v v o o v o o o o« o oo o L0
2, FinisnIng. « v v ¢« v v v ¢ ¢« ¢ o e o v o o L0
3, Permeability Adjustments . . . . . . . . . L0

C. CONCLUSIONS. & o + o o o o o o o « » o o « « o 41

APPENDIX I - MATHEMATICAL DEVELOPMENT. . . . . . . L2
APPENDIX I1 . METHODS OF DETERMINING K" ., . . . . L

APPENDIX III had BIBLIOGRAPHYo ° L] . [ (] [ . L] ] ° [] }-l-é

WADC TR 5L-L68 iv




LIST OF TABLES

Table Page
I PHYSICAL TESTS ON GREIGE CLOTH ., . . .. .. .. 8
II PHYSICAL TESTS ON FINISHED CLOTH (Sample Lots) . 9
ITI PHYSICAL TESTS ON FINISHED CLOTH - REPRODUCTION
LOTS v v v v e e e e e e e e e e e e e 12
IV AIR PERMEABILITY - FT, 3/MIN /FT ¢ _ FINISHED
CLOTH. . . . . . . . Co. coeo. . 1
v AIR PERMEABILITY (FT. 3/MIN /FT.2) OF 2l SAMPLES
AT VARIOUS PRESSURE DIFFERENLIALS . 1
VI AIR PERMEABILITY (FT,3/MIN. /FT 2) oF 24
PRODUCTION SAMPLES . . . . . . . . . . . . . . 16
VII AIR PERMEABILITY - FT,3/MIN./FT.Z - FINISHED
CLCTH - REPRODUCTION LOTS. . . . . o2l
VIII FACTORS AFFECTING VALUE OF "K" . . . . . . . . . 30
IX Calculated Values of Alr Permeability (Cu Ft/

Min/Sq Ft) at 20-In, Water Pressure
Diffarential for Different Values of "K" . . . 35

X "K" VALUE CORRETATION., . . . +v v v ¢ « & « « . . 39

WADC TR 5l-L68 v




LIST OF GRAPHS

Graph Page
1 WEAVE DIAGRAMS . . . . . . . . « v v v v v v . 3
2 AIR PERMEABILITY vs,., PRESSURE DIFFERENTIAL,

SAMPLES 1N-6N, DATA FROM TABLE VI. ., . . . . . 17
3 AIR PERMEABILITY vs, PRESSURE DIFFERENTIAL,

SAMPLES 7N-12N, DATA FROM TABIE VI . . . . . . 18
L AIR PERMEABILITY vs, PRESSURE DIFFERENTIAL,

SAMPLES 1C-6C, DATA FROM TABLE VI, , . . . . . 19
5 AIR PERMEABILITY vs., PRESSURE DIFFERENTIAL,

SAMPLES 7C-12C, DATA FROM TABLE VI ., . . . . . 20
6 AIR PERMEABILITY vs, PRESSURE DIFFERENTIAL,

1/2"-12", TESTS - REPRODUCTION LOTS R1C, R2C

and RLC, DATA FROM TABLE VII . . . . . . . . . 22
7 (LOG-LOG) AIR PERMEABILITY vs, PRESSURE

DIFFERENTIAL, SAMPLES 1N-6N, DATA FROM

TABLE VI , . . . . v v v v v e v e v v e 2l
8 (LOG-L03) AIR PERMEABILITY vs, PRESSURE

DIFFERENTIAL, SAMPLES 7N-12N, DATA FROM

TABLE VI . . . v v v s v e v e v e e e v w25
9 (LOG-LOG) AIR PERMEABILITY vs., PRESSURE

DIFFERENTIAL, SAMPLES 1C-6C, DATA FROM

TABLE VI , . . . . . . . . e e . .. . 26
10 (LOG-LOG) AIR PERMEABILITY vs, PRESSURE

DIFFERENTIAL, SAMPLES 7c 12C, DATA FROM

TABIE VI . . . . . . . e e e e e e el 27
11 (LOG-LOG) AIR PERMFARILITY vs., PRESSURE

DIFFERENTIAL, 1/2"-12", TESTS - REPRODUCTION
LOTS R1C, R2C and RLC, DATA FROM TABLE VII , , 28

12 "K" vs. PERMEABILITY AT 20-IN. PRESSURE
DIFFERENTIAL FOR VARIOUS PERMEABILITY LEVELS

AT 1/2-IN, PRESSURE. . . . « « v « v v « « . . 36

WADC TR 5l-L468 vi




TNTRODUCTION

Relatively 1little data are available to indicate whether
or not the air permeability characteristics at increased
pressure differentials for a givem construction of parachute
fabric may be varied independently of the alir permeablility
ocharacteristics at the 1/2-inch preasure differential, If 1t
1s determined that a fabric manufacturer can control these
properties independently, it may prove to be possible to
develop a fabric which will provide the parachute designer
with a selection of properties which will enable him to achleve

improved parachute performance,
It 18 therefore the objective of this contract to obtain

basic information as to how the permeabilitles, at high and low
pressures, of a given nylon fabric could be independently

controlled,
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SECTION I

PROCEDURE

For purposeg of thls study, one type of fabric was
investigated, namely the fabric described by Specification MIL-C-
7350, Type I, 2.25-0z., Nylon Cargo Parachute Fabric, Fabric to
this specification has been used in certain cargo parachutes of
large dimensions, such as the No. G-12, Under this experimental
contract, 2, variations of the baslc fabric were woven as follows:

Yarn: 100/3L, Type 300, High Tenacity Nylon
Twist as noted below
Warp: 6l Ends/inch, 2.2 inches wide - in reed
Filling: 68 Picks/inch off loom
Nominal Twlst/
Inch (Z)
Code No. Warp Filling Weave Finlsh
1N 0.75 0.75 Plain Not calendered
oN 0.75 0.75 Twill(2x1) " "
3N 0.75 0.75 Dobby L n
LN 0.75 5.75 Plain n n
5N O 5.75 Twill(2x1) i L)
6N 0.75 5.75 Dobby " n
1C 0.75 0.75 Plain Calendered in grey
2c 0.75 0.75 Twill(2x1) . R
C 0.75 0.75 Dobby L .
C 0.75 5.75 Plain " w U
5C 0.75 5075 Twill(2x1) " v
6C 0075 5075 DObby n z n
N 5.75 0.75 Plain Not calendered
8N 5475 0.75 Twill (2x1) n n
9N 5.75 0.75 Dobby " !
10N 5.75 5.75 Plain ) n
11N 5.75 5.75 Twill(2x1) e 2
12N 5475 5.75 Dobby n n
7C 5.75 0.75 Plain Calendered in grey
8¢ 5+75 0.75 Twill(2x1) " L
GC 5.75 0.75 Dobby i L)
10C 5.75 5.75 Plain B ol
11C 5.75 5.75 Twill(2x1) " non
12C 5.75 5.75 Dobby " v
Note: The dobby weave used 1s that shown in Specification
MIL-C-7350, Type I, Weave Diagram (See Graph 1).

WADC TR 5l-L68 2




:‘/;," L G
a7,

%7
707/

/} L
7%
s

%
7

NN

=

2x1 Twill

7%

/ i
/?

WADC TR 5lh-L68 3




A. WEAVING OF SAMPLES

A 500-yard warp was made using the 100/34/.75-Z yarn and
0 yards each of Code Nos, 1 through 6 were woven in succession,
this yardage to be finished as Code Nos, 1N through 6N, Another
40 yards each of Code Nos, 1 through 6 were then woven, to be
finished as Code Nos, 1C through 6C,

A second 500-yard warp was made with the 100/34/5.75-Z yarn
and 40 yards each of Code Nos, 7 through 12 were woven, to be
finished as Code Nos., 7N through 12N, Another 40 yards each of
Code Nos, 7 through 12 were then woven, to be finished as Code

Fos, 7C through 12C,

B, FINISHING OF SAMPLES

The samples bearing the Code Nos, 1C through 12C were gilven
a hot calendering in the grey, two nips, approximately seven
tons pressure, A Van Vlaanderen calender with one steam heated
steel roll and two wool-felt paper filled rolls was used,

Samples 1C through 12C were then sewn to samples 1N through
12N end processed in one lot as follows:

Jig scour, four ends at the boll
3.0 1bs, Naccanol NR (Nationml Aniline &

Chemical Co,)

2,0 1bs, Caustic Flakes
1,0 1b, Tripolyphosphate

100 gallons of water
Rinse, in the Jjig, three ends at the boil
4.0 1bs, Boric Acid
100 gallons of water
Flat extraction on a vacuum extractor
Pad through a solution of one quart of "Coronyl®
0oil {(E, F. Drew & Co.) in ten gallons of

water and dry at 275-3009F, in the crepe
dryer,

Steam tenter to width,

WADC TR 5l-l468 b




C. FURNISHING CLOTH FOR PARACHUTE EVALUATION

After reviewing the results obtained on the 24 samples, the
Materials Laboratory roquested reproduction under Item VI of the

contract as follows:

750 yards Code LC (Reproduction Code No, RLC)
250 yards Code 2C (Reproduction Code No, R2C)

In addition, a Local Purchase Branch order, Contract AF-
33(616)-3547, was issued for:

500 yards Code 1C (Reproduction Code No, R1C)
250 yards Code [C (Reproduction Code No, RLC)

D, WEAVING OF REPRODUCTION LOTS

A 2100-yard warp of 100/34/.75-Z, Type 300, Nylon, correspond-
Ing to the one used to manufacture the samples identifled as Code
Nos., 1, 2, and L, was made and woven out in approximately 260-yard

grey pleces as follows:

Code R1C 520 yards
Ceds R2C 260 yards
Code RLC 1,112 yards

E, FINISHING OF REPRODUCTION LOTS

The 1892 yards of grey fabric were processed in one lot,
including hot calendering in the grey, as outlined under "B,
FINISHING OF SAMPLES,"

The Code R1C fabric showed permeability results (TABLE VII)
close to those obtained in the Wright Air Development Center
Materials Laboratory tests shown in TABLE V,

The Code R2C fabric had a permeability Iin initial tests of
33,3 cu £t/min/sq £t at 1/2-inch pressure and 265 cu ft/min/sq
ft at 12 inches of pressure, which was somewhat higher than the
permeability previously reported in TABLE V (1/2-inch - 26.5;
12-inch - 228.9), so we were requested by the Materials Laboratory
to reduce the 1/2-inch pressure permeability to 26 cu ft/min/sq ft.
The cloth was again hot calendered and rope washed at 120°F in
plain water and steam tentered, The outcome was a permeability of
29.l4 cu ft/min/sq £t at 1/2-inch pressure and 275 cu ft/min/sq £t
at 12-inch pressure as shown in TABLE VII, The cloth was then

shipped without further reproccessing,
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The Code RLC fabric had an initial porosity of LL.6 cu rt/
min/sq ft at 1/2-inch pressure and 312 cu ft/min/sq ft at 12-inch
prossure, slightly below the results obtained on Code [;C sample,
as shown in TABLE V (1/2-inch - 55; 12-inch - 385), In an effort
to ralse the permeabllity to the desired level, one plece from
this lot wae rope washed, relaxed, on a reel, but showed no
apparent permeability change, The remainder of the lot was not
rehandled. Permeablility tests on two pleces from this lot are
shown in TABLE VII,

Under Item VI of this contract, we shipped:
238-1,/8 yards - Code R2C
80% yards - Code RLC
- yards
Against Contract AF-33(616)-35,7, we shipped:
1,81-6/8 yards - Code R1C

2§O~E§8 yards - Code RUC
32=- yards
F. TESTING

Physical and chemical tests on the samples were made in
accordance with Specification MIL-C-7350A, Amendment 1, Type I
fabric. These tests (as applicable) were performed on grey goods
(See TABLE I) and on finished goods (See TABLE II).

Seam efficlency tests on the 2l samples are reported in
TABLE II.

Physlcal and chemlcal tests on the reproduction lots are
reported in TABLE III.

TABLE IV lists Cheney Brothers! permeabllity test results on
the 2, samples, tested over a pressure range of 1/2 inch through
12 inches of water (1limit of contractor's equipment - United
States Testing Company air permeablility tester on which we
changed the sample area from 6 sq in, to 1 or 2 8q in. as
required by permeability range of the sample, The menometer
which measures pressure drop across the fabric was changed by
using a "U" tube filled with water instead of the manometer
supplied by the manufacturer, which read to only a l-=inch

pressure drop. )

TABLE V lists Wright Air Development Center Materials
Laboratory permeability figures over a pressure range of 1 to 20
inches for the same marked areas as tested by Cheney Brothers
and reported in TABIE IV, These tests were made on the Wright
Air Development Center Frazler high pressure differential
permeability tester, which has a range of 1 to 20 inches of
water on 1 8q in, of fabric,

WADC TR 5-L68 6




The permeabllity figures glven in TABLE VI are an averago of
five reailnga on each sample over the 1 to O0-inch range mude by
Wright Air Development Center, These tests were made on the I5-
yard samples submitted of ecach of the 2l fabrics, All conclusions

drawn from this worl are based or these i, ures,
TABLE VII 1lists the permeablility readings over the 1/0-inch

to 172-inch range obtalned by Chency Brothers on the reproduction
lot s,
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GRAPH 2
AIR PIRMEABILITY vs, PRESSURE DIFFERINTIAL, SAMPLES 1N-6N
DATA FROM TABLE VI
(Seo alpo GRAFH 7)
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Alr Permeability - Cu. Ft./Min./Sq. Pt. of Fabric

Twiss (Z)
Cods Weave W, F.
1500 1C Plain .15 .75
' 2C Tuwill .15 .75
Le Plain .75 5.75
1400 :
DATA PROM TARL: VII
(See also GRAPH 11 )
1300
1200
1100
1000
900
800 - -~
700
600
L]
500
- 400 : RLC - Pc. 392648
RUC ~ Pec. 392647
00
2 R2C
200
100 R1C

12 4 6 8§ 10 12 1 16 18 20
Pressure Differe~tisl Across Fabric - Inches of Waier
WADC TR Slj-L68 | 22 5




SECTLON 11

DISCUSS10N
A, MATHEMATICAL RELATIONSHIPS

1, A mathematical analysis of air permeability data
from TABLEVI, tests made by the Wrignt Alr Development Center
Materials Laboratory on fabrics woven under this contract,
discloses that the relationship, air permeabllity vs, pressure
differential, 1s an oxponential function that should result in
a straight line when plotted on full logarithmic paper. (See
also GRAPHS 7 tlirough 11.) Additional data from tests made on
over a hundred fubric samples and reported under other con-
tracts (2, 3, 4, 5)# have been plotted and the results
conslstently bear out the above observation,

It also appears that the slope of the straight line
plotted on logarithmic paper 1s an indication of the extent to
which a fabric conforms to the concept of "Constant Effective
Porosity"™ (1)#, (See APPENDIX I for mathematical development.)

It has been found empirically that the relatlonship
between air permeability and pressure differentlial is adequately
described by the followlng equation:

log Mn/Mx 5 K log hp/hg

where Mn and Mx are air permeabllities at pressure differentials
of hy and hy, and K 1s a constant for any particular sample of
fabric, but not the same value for all fabrics,

The test of the above relationship has been made in
most cases by fitting a straight line to the data plotted on
logarithmic paper and testing the fit by eye. For most of the
data avallable, K has been determined by one or more of the
methods described in APPENDIX II.

#APPENDIX IIX
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GRAPH 7
(LOG-LOG) AIR PERMEABILITY vs, PRESSURE DIFFFRENTIAL, SAMPLES 1N-6N
DATA FPOM TARLE VI

(See also GHAPH 2)
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JRAPH 8
(I0G-LOG) AIR PERMFARILITY v, PRESSURE DIFFIR:NTIAL, SAMPLES 7H-10%
DATA FROM TANLE VI
(Seo also GRAPH 3 )
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GRAPH 9
(LOG-1.0G) AIR PERMEARILITY vs, PRESSURE DIFFIMENTIAL, SAMPIES 1C-6C
DATA FROM TARLE VI

(Soe also 4fRAPH L)

“wiat |

OB eage ¥, &
li_, )‘1“1.! "}k’: '7;
2C G 3 5 115
~ DS = e
P 2l g o (5
e o ~
IC Piat o1 5.75
CE Twill 75 <75
Gl Lobby 505 S

Air Permeability - Ft,3/uin, /ot 2

0,1 LSO e L Y

Pressure Differential Across Fabric - Inches Water

WADC TR 5l-)68 26




SRAPH 10
(LOG-LOG) ATR PERMEABILITY vs, PRESSURE DIPFERINTIAL, SAMPLES 7C-17C
DATA FROM TABLE V]

(Soo also GHAPH 5 )
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GHAPH 11

(LOG-L)IG) AIR PERMEARILITY vs, PRES!UKL DIFFERENTIAL,
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2. Significance of "K"

Tho value of "K" represents the slope of tho straight
1ine plottod on logarithmic graph paper and thorefore doefines
the relationship betwoon alr permeability and pressure diffoer-
ential for the fabric represented, Fabrics having relatively
higher permeabi{lity at higher pressures will show higher values
of "K", The fabrics covered by our study have shown values of |
"K" ranging from 0.518 to 0.75, Published data for various
tests on alr flow through holes in metal plates and well-
rounded metal orifices also show linear relationship with "K"
values between 0,495 (5.0-inch diameter hole in metal plate
.057 inch thick (6)#), and 0,539 for well-rounded 1 mm orifice.
(Frazier's calibration for high pressure differential per-

meabi 1ity tester.)

Some of the variables controlling "K" are indicated
by this study, while others remaln to be dlscovered,

One important varlable controlling "K" appears to be
the "distortability" of the fabric under increasing pressure
differentials, Any varlation In construction or finishing
technique which makes it possible for a fabric to distort more
readily tends to increase the value of "K". Some of these
varlations and the level of significance for the data obtuined
are shown in TABLEVIII. As can be seen in this table, data
obtalined under this contract and from study of the literature
were sufficlent to establish only filling twist and grey cal-
endering as of definite significance, In all the other cases
it was possible to study, the amount of data available we.e
only great enough to establish trends,

#APPENDIX III
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3. Practical Use of "K" i{n Fabric Design

The controllable fabric construction factors which
seem to affoct "K" aro:

Fabric Geometry

Fiber
Yarn size and filament count

Yoave

Twist
End and pick count

Processing Variables

Grey calendering
Various dyeing and finishing varlables

Data obtained under this contract indicate three of
these factors as of the greatest slgnificance,

(1) When a grey fabric is calendered, the resultant
permeabilities at both low and high pressure differentials are
significantly reduced from those obtained on the same fabric
finlshed without calendering, This is, of course, a well-
lImown standard practlice in the industry., However, the value of
"K" 18 increased by this technique so that the permeability
values for the higher pressures are not decreased in direct pro-
portion to the decrease at 1/2-inch pressure,

(2) A second factor which shows considerable signifi-
cance 1s a change of f1lling twist, As filiing twist 1is
increaged, the "K" value decreases, probably because it makes a
rounder, firmer yarn, less subject to distortion,

(3) A third factor which is Important because i1t does
not change the value of "K" significantly, but does change per-
meability, is a change in the amount of weight applied in
calendering, once the fact of calendering 1s established, This
is a valuabie tool if the fabric 1s designed for a calendered
finish, as 1t permits much closer control of permeability than
would be practical if it were necessary to shift back and forth
from a non=calendered to & calendered condition,
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The other variablus listed undoubtedly control "K" to
somo extent, but so {ar only aough data are available to Indi-
cato a trend; namely, that any factor that makes 1t easler for a
varn or fabric to distort 'inder an applied pressure differontial
tends to increase the value of "K",

Example 1 - A fabric i{s desired which has a purmeabil-
ity at 1/2-inch pressure of 50 to 90 cu ft/min/sq ft and a
permeability at 20 inches pressure of 500 to 700 cu ft/min/sq ft,
Another fabric already in existence meets all the physical and
chemical requirements, except that it has a 1/2-inch pressire
permeability of 157 and a 20-inch pressure permeabllity of 1226,
The "K" value i{s 0,557, The existing fabric has a filling twist
of 5 turns "Z" and was not calendered in finishing.,

By reference to TABLE IX or GRAPH 12, it
will be sesn that for a permeability range of 50 to 90 at 1/2-
inch pressure differential, "K" values in the range 0,500 to
0.700 produce the required 20-inch value, although at the
extremes of this range the low pressure tolerance would be too
small to be practical, The best "K" value would be approxi.-
mately 0,575, which would allow a 1/2-inch pressure permeability
range of 60 to 85, or 72.5 plus or minus 17%. This tolerance,

while narrow, could probably be met,

In order to produce the desired propertles;
the filling twist was decreased to 3,5 turns per inch and fin-
ishing planned to involve a calendering in the grey. Both of
these changes increase "K", while decreasing the 1/2-inch perme-
abllity and the result is a fabric meeting the new specifica-

tion,

Example 2 ~ Given the information included in TABLE V
on the air permeabllities and values of ¥K" of the 2 samples
woven under thls contract, design one or more fabrics which
will have an air permeability of 80 at 1/2-inch pressure differ-
ential and a 20-inch air psrmeability of 800,

The procedure followed here i1s to compare
two samples which vary only in filiing twist, and calculate the
twlst required to produce a 1/2uinch alr permeablility (M%) of
80. For each such possible sst, calculate the value of ~"K"for
the resulting modification and the 20-inch differential permea-
bility (Mpg). Select the one or more results which are the

closest solution to the problem.
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Calculated Modifi-
cation for M& = 80

Code Twist M Pi11, M
Weave No. Warp PII11. A "K" Twist "K" 20
(1N 3/4 3/ A L5 ) -
Plaln () 34 53/ 97 5k ) Wk 595 T

(N b 34 52 .639)
ML (gw 34 s 138 osen ) 23T 623 79

3N 3/k 3/L 57 619 2.63 .613 768

Dobby E &N 3 5-3/L 118 .602

Pam (I EME 3L 8GR sm .ae ess
mann G5 S 0T b e e m
w8 EUL s A 6 kg ) s e om
bbby L35 U M 50 Sk a9 el e

It oan be seen that the modified fabric most
closely fitting the specifications is the seoond one, Twill VWeave,
3/l twist in the warp, 2.37 twist in the filling, "K" & ,623,
20-inch alr permeability - 796, The other figures give an ldea
of the range of "K" and Moy which should be obtainable by modify-
ing weave, warp twist, fif?ing twist, and grey ocalendering,
Another fact which can be seen here 1s the necessity of ohanging
two variables aimultaneously if "K" is to be changed while keep-

ing M} constant,
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L., "K" Value Correlation

TABLE X demonstrates the correlation between "K"
values which can be obteined among different samples and
between different laboratories, The data listed as taken from
TABLE VI and TABLE Vare derived from tests made by the Materials
Laboratory, Wright Air Development Center, on two different sets
of samples, The data under TABLE VIwere from an average of five
tests and the data under TABLE V were from one test taken in a
single merked area on a different set of samples from those
examined under TABLE VI, The rank order correlation in this

instance is ,883,

The data from TABLE IV wers sstablished by the Contractor
testing a 2-sq in, area over pressure differentials of 1/2 inch
to 12 inches, The comparabls data from TABLE V give the same
samples, testing within the same marked area, but over only a
l-8q in, area, by the Materials Laboratory at Wright Fleld,

These two columms show a rank order correlation of ,921,

It 18 probable that the correlation between TABLE V
and TABLE IV would be better if the Contractor had had avallable
an instrument that could test up to 20-inch pressure differ-
entials, and if the areas tested had been exactly the same,
rather than only within the same 2-8q In, area,

Assuming that the data under TABLE VI (Average of Five
Readings) are the most nearly correct of the three sets, the
rank order correlation between this information and that shown
in TABLE IV (one set of readings taken over a pressure differ-
ential range of only 1/2 to 12 inches of water? 1s st111 ,895,
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B. GENERAL COMMENTS

1. VWeaving

No difficulty was experlenced in connection with the
producer's twist yarns in the warps of samples 1N through 6N and
1C through 6C. These trials seem to indicate that a fabric of
this type made with 100 denier, 34 filament, Type 300 nylon warps
could successfully be produced commercially with producer's twlst
in the warp yarns., This would not necesearily be equally true of

lighter fabrics and other yarn sizes,

2., Pinishing

Reproduction of 1dentical permeability properties in
reproduction lots was not accomplished merely by presumably
making these lots in 1dentically the same manner as the orfginals,.
Some reprocessing to readjust the permeability after initial
finishing was resorted to, but did not fully accomplish the
deslred purpose, Exact control of permeability is not practical,
A specification tolerance of not less than plus or minus 20% of
the desired average 1s unavoldable,

3. Permeablility Aajustments
(a) Calendering

The pressure used in calendering was the same for
all of the calendered samples 1C through 12C and was relatively
low pressure as compared to the capacity of the avallable
machinery (7 tons usedg 100 tons available), It is probable that
all of the samples in this series could be mads to yleld the same
permeability level merely by selecting the correct amount of
pressure in the calendering of each, Furthermore, the permeabil-
1ty of the lowest of those shown can easily be reduced to much
lower levels than those shown here [lowest, 1/2-in, water, 9 cu
ft/sq ft/min; 20-in, water, 151 cu ft/sq ft/min),

(b) Twist

The amount of twist in yarns, and especially the
filling twist, is agaln proven to be of major importance in
establishing the permeability level, The addition of five turns
per inch twist to the filling yarn alone results in doubling and
tripling the permeability level, It is obvious therefore that
variations in filling twist of as little as cone turn per inch
will result in significant variations in permeability, Twist
variations of this magnitude are common and uncontrollable on
even the most modern of commercial textile equipment. This again
points up the fact that broad specification tolerances for per-
meabllity requirements are essentiai,
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(c) W“eave

These trials provo that weave does have a direct
effect on permeability. The samples with plain (or taffeta)
woave show the lowest permeability. The 2x1 twill and the dobby
weave show a relatively slight difference, However, the number of

binding points per square Inch is approximately the same in both
woaves and 1t seems ovident that ths permeabllity should not be

too different,

C. CONCLUSIONS

No difficulty was experienced in producing fabrics which
fell easily within the range of target properties., The data
obtained seem to indicate clearly that 1t is possible to vary
the alr permeability characteristics at high and low differential
pressures independently. In order to prove this finally and to
establish limits, further experimental work is required, which
was beyond the scope of this investigation,

The control of the value of the constant "K" 1s also a
matter for further exploration, since the complete understanding
of this control should greatly ald the designer of parachute
fabrics in achieving his target properties,
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APPENDIX I
MATHFMATICAL DEVELOPMENT

'"he following equations show the relationship of "K" to
the concept "Effective Porosity" as described by Dr, Heinrich

(1)x.
Symbols:

C Effective porosity
= Alr density
V1 FPree stream velocity
Vo Outflow velocity through fabrio
M Alr permeability (cu ft/min/sq ft)
/ { Alr permeability at l-inch pressure differential
K Slope of line described above, a fabric constant
h Pressure differential in inches of water

AP Pressure differential in 1lbs/sq ft

(1) Empirical Formula - log Mp/Mx s K log hp/hx

(2) € = Va/Vy
(3) Vi = VeAP/P
(h) AP = 5.2h

(5) Vo = M/6O

(6) vl 8 V 1bom;p

C =Vo/Vis M
(7) 2/71 4 / ?5

(8) logcglogn/log%ﬁ \/7

(9) log M/A = K log n/1
(10) log M s log A £ K log h

11) log € = log A £ K logh £ log 1 _
(11) log og A /K log h # log o /'1?)"&;? /'“EI”‘

#APPERDIX IIT
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(K - .5) lo
%5 \//;%?E A (K 5) log h

(13) Ca - \//;gii x n(K - .5)

Accordingly C will be constant (at constant air density)
only if "K" equals 0.5. For values of "K" greater than 0.5,
which is the general case, C will not be constant, but will

follow the equation:
(14) 1log Cp/Cx = {K-.5)log hp/hy
which is very similar to the original equation:

(1) log Mp/Mx = K log hp/hy

differing only by the slope of the line representing this
relationship, Obviously a change in the value of "K" will
result in a greater proportional change in (E-,5), For
example, a 20% increase in "K", from 0,600 to 0.720, would
result in a change in (K-,5) from 0.100 to 0,220, an increase

of 1204.

(12) log C = log
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APPENDIX I1I

METHODS OF DETERMINING "K"

In the following methods for determining "K" 1t 1s assuneod
that roadings of air permeablility have been taken at several
pressure differentials. It has been “ound as a general obsorva-
tion that the values of air permeability at pressure differ-
entials above 2 inches of water more consistently lie on a
straight line, At the lower pressure differentials of 1/2 inch
and 1 inch, the points are apt to lie either above or below the
best gtraight line for the rest of the points, For this reason,
in calculating or otherwise measuring "K", it is best to disre-
gard the lowest value obtained if it 1ies more than 10% away
from the theoretical value given by the extrapolated straight
1line from the rest of the points., This results in the most
acourate value of K" for use in extending the line to pressure
differentials higher than those measured, The following methods

are suitable for determining "K":

A. Graphical Method

Plot values of alr permeabllity vs, pressure differential
on logarithmioc graph paper, Draw the best representative
straight line through the points plotted, The lowest points
may not lle on this line (see above), Experieance has shown
that for other points which do not 1ie on the line, there is

usually some explanatlon, &s & typographical error or error in
calculating air permeability,

air #I’”d

permea- I’E

bility
M AM

pressure differential h

(1) Measure AM and Ah. K equals AM/AL

or
(2} Measure the angle 6 with a protractor, X = tan®.
It 18 usually advisable to plot the points before golng to

elther of the following mathematical meothods of determining "K",
since cbvious errors which can easily be seen on a graph may not

be plcked up when only the figures are used,
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B. Simplified or Short Form Mothod

Use values of alr permeabllity obtained at any two pressure
differentials cuchh that the higher pressure is ten timos the
lower pressire, Subtract the logarithm of the lower alr psrmea-
bility fromthe logarithm of the higher alr pormeabllity, The
answor 1g ™" directly, Best results are obtained if i1t is known
from plotting that both polnts lie on the best straight line, Of
the combinations £-5 inches, 1-10 inches, 2-20 inches, the latter
i1g more likily to give accurate resulis for the reasons given

above,

C. Method of Least Squares

ng" cap be calculated very exactly, providing that the pre-
cautions outlined above are taken; that the points be plotted
first, errors due to typography or prior calculations corrected,
and the acciracy of’ the lower points be evaluated, Using the

following smbollismz
h - pressure differential (any units)

M -~ air permeability (any units)
N - number of differont readings used

(£log h)(& log M)
N

K-g(eh)(logh) -

$(g h)2 - Li_lﬁg_hﬁ
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